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Axess is part of the Value8 Tech Group. Besides Axess, 

this company has two daughters: GNS Brinkman

(Entry & Safety Solutions) and AquaServa (Legionella 

prevention). The Value8 Tech Group subsidiaries cooper-

ate in various fields. Due to this, the synergies between

companies are maximised. The Value8 Tech Group,

with branches in Europe, the US and Asia is the technical

branch of Value8, a company listed at the NYSE Euronext

Amsterdam.
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If you’re looking for a comfortable lift that is easy to use, 

that has been designed using the latest technology, that is 

innovative and meets all requirements and legal demands 

then Axess makes that lift. Our company was founded 

twenty years ago and since then we installed over 4,500 

lifts in the Netherlands to give us a leading position in 

a demanding market.

In 1995, Axess started as a supplier of cargo lifts and dock 

systems. In 1998, we were the first Dutch company to obtain 

this is what our clients expect from us. For us this means: 

innovation and continuous development. We produce modern 

lift systems in-house that are adapted to the requirements of 

our clients. 

For Axess quality and delivery time are paramount and we 

welcome all clients, always doing our utmost to guide you 

and provide technical support. We are committed to complete 

the project on time and in conjunction with you. To this effect, 

you are guided by our professional project bureau. 

Axess lift systems meet the European EN81-41 guideline and 

the Machine Directive. You can find comprehensive informa-

approval from the Liftinstituut NIVL to produce and deliver 

platform lifts. Two years later the certificate of approval fol-

lowed for the NOVA, the first cargo/passenger lift without a pit 

in the Netherlands. In 2003, Axess reached the milestone of 

1,000 platform lifts installed in the Netherlands. As of that year, 

we were also active in the Belgian and German markets. 

Since 2006, we have covered the entire European market and 

also deliver lifts outside Europe. 

Lift technology is continuously developing and we make sure 

these developments are processed into our products because 

tion on this in the Building Information Modelling (BIM) of our 

lifts. In addition, you can make use of our specification service 

with professional lift configurations on our website: 

www.axessliften.nl.

Axess has certificates of approval in accordance with the 

Machine Directive for the disabled lift Go-Up, the Premier 

platform lift, the Prestige cabin lift and the Souvereign cabin 

lift. These are all equipped with an override control on the 

call button. The Souvereign is equipped with fully automatic 

controls. Axess takes care of the installation and maintenance 

of your lift system with our VCA certified in-house trained 

professionals. Axess also cooperates with BouwConnect, 

a specification service where you can fill in what requirements 

your lift has to meet. The specification service automatically 

finds the most suitable lift for you. To prepare yourself for your 

choice, BouwConnect can show you several building plans and 

designs.
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AXESS, a new look at lifts

Innovative technology. Professional guidance.



PREMIER Easy and comfortable to use
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The PREMIER sets the standard in platform lifts: leading in 

lift development, design, quality and technology and still 

at low costs. Hardly any structural preparation is needed 

and lifts are available with up to 1000 kg of lifting capacity. 

This is the latest generation of Axess platform lifts. 

Our engineers have gone to great lengths with its development 

and the results are impressive: the lift is a totally new design in 

all respects. The PREMIER is very easy and comfortable to use, 

has low investment costs and meets the demands of the most 

discerning clients.

This lift is equipped with fully integrated controls, there is no 

lift pit and there is no need to break open the roof. The door 

height is 2100 mm as standard with the option of 2300 mm. 

The PREMIER is accessible: the door width for a 1100 mm-

platform is 1000 mm as standard instead of 900 mm.

This standard lift is equipped with blue LED lighting around 

the control buttons. The free hanging spindle prevents 

vibrations and the lift is self-lubricating, which ensures 

increased comfort. The shaft panels are 25 mm thick to make 

the PREMIER a lot quieter than other lifts.

The vertical platform wall is one flat wall so there aren’t any 

visible joints and gaps. Glass panels are available with a height 

of 1890 mm. Door and shaft plating are powder coated in 

RAL9016 (white) as standard. The lift profiles are made of 

anodised aluminium, colour is optional.

Axess has certificates of approval in accordance with the 

Machine Directive for the disabled lift Go-Up, the Premier 

platform lift, the Prestige cabin lift and the Souvereign 

cabin lift.



This lift has a comfortable lift cabin instead of a platform. 

Luxury and elegance at the highest level that is ideal 

for residences, as a stretcher lift or for outside use. The 

PRESTIGE is a spindle driven cabin lift with fully integrated 

controls that makes it both comfortable and easy to use. 

It can be produced according to client’s wishes and taste.

 

This lift is electrically driven instead of hydraulically so there 

is never any leakage. There is no need to break open the roof 

and the lift pit is only 70 mm deep. The Prestige is equipped 

with 2100 mm high doors as standard and several cabin 

dimensions are possible. The surface mounted telephone is 

also standard with an optional automatic telephone dialler 

or GSM module. With the optional cabin folding door the 

operation of the lift is fully automatic. 

For the PRESTIGE aluminum full glass doors and a complete 

aluminum shaft are available as an option, this shaft is equal 

to the shaft used for the PREMIER. The cabin is fitted with LED 

lighting.

PRESTIGE Electric lift with cabin
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The PRESTIGE requires little structural preparation and is 

installed in several days. This lift is very safe and reliable. 

A machine room is not required, the energy consumption is 

low, there is no mandatory periodic lift inspection and the 

maintenance costs are also low. 



SOUVEREIGN Sister to the conventional passenger lift
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The SOUVEREIGN is designed for clients who desire the 

comfort and feeling of a conventional passenger lift but 

also want the structural advantages of a platform lift.

With the SOUVEREIGN Axess again sets the standard for the 

industry. Just like a conventional passenger lift, operation is 

automatic and the lift cabin is entirely closed with automatic 

sliding doors. This means that the shaft wall no longer ‘slides’ 

past the user on the open side of the cabin.

This beautifully designed cabin lift is fitted with 120 minutes

 fire resistant telescopic sliding doors and cage closure as 

standard. A machine room is not required. Due to legal guide-

lines the SOUVEREIGN has a somewhat lower speed than the 

conventional passenger lift, but thanks to low investment 

costs and comfortable use the SOUVEREIGN meets the 

requirements of the most demanding clients.

This lift has an electric drive instead of a hydraulic drive and 

the controls are fully integrated. A lift pit of only 100 mm and 

a free height of 2700 mm are sufficient. So there is no need 

to break open the roof. The structure is modular and requires 

only minimum structural preparations. The control elements 

are fitted with blue LED lighting and you also have an extensive 

choice of materials and colours.

The SOUVEREIGN has a lifting capacity of up to 1000 kg. 

It is a lift for any application: as a standard lift for wheelchairs 

(1100 x 1400 mm), for mobility scooters (1100 x 1700 mm), as 

a stretcher lift (1100 x 2100 mm) or for small areas (1100 x 1000 

mm). All versions have an automatic telephone dialler or an 

optional a GSM-module.

The SOUVEREIGN is durable and environmentally friendly with 

low energy consumption. For an attractive purchasing price, 

you get a lift that is cheap to maintain and for which no expen-

sive lift inspections are required.



You carefully choose the lift you need, but if you want 

great after sales and service. Axess understands this and 

is dedicated to our main objective: being of service to you.

Our lift systems meet very stringent quality and safety de-

mands. Axess guarantees the quality of its products and is 

responsible for their safe operation, provided the installation

is properly maintained according to the manufacturer’s 

instructions. Axess has well trained and well educated 

technicians who follow a (quarterly) training programme 

Axess stands for quality in products and services, com-

municates clearly, adheres to agreements made and does 

everything to help its clients by working with a wide team of 

experienced professionals.

Despite the periodic maintenance intervals and the essential 

checks to your lift system, the need for some repairs cannot 

be ruled out. You will get a cost estimate of the repair we have 

diagnosed so there are no surprises for you. After conducting 

developed by Axess and its suppliers that takes place in its 

own factory in Zaandam. 

The technicians have enough parts in their service van to assist 

you rapidly but should it nevertheless be the case that the 

technician does not have the respective part in stock, 

we also have parts in stock at the Axess service warehouse 

in Zaandam. With this combination we can guarantee fast, 

high quality and reliable service. Axess has its own 24/7 repair 

service, so you are assured of the expert Axess employees 

even outside office hours.

the maintenance interval, if necessary, we will also give advice 

regarding the status of the lift system and any upcoming 

expenses so you can take this into account when budgeting

Despite the fact that the Axess lifts are developed under 

Machine Directive and are therefore not subject to mandatory 

inspection, though testing them is of course allowed. Axess 

gladly supports you in this and offers their assistance for lift 

inspections. After a lift inspection test you will receive an 

approval certificate.

SERVICE 24 hrs a day, 7 days a week
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DIMENSIONS  
Premier
Different dimensions (free-standing)
  0812 0915 1013 1114 1015 1115 1117 1121 
PB  800 900 1000 1100 1000 1100 1100 1100
PD  1250 1500 1300 1400 1500 1500 1700 2100
SB  1200 1300 1400 1500 1400 1500 1500 1500
SD  1330 1580 1380 1480 1580 1580 1780 2180
DB  700 800 900 1000 900 1000 1000 1000
KG  400 400 400 400/630 400/630 400/630 630 630/1000
Structural recess: SB/SD + 30 mm
* Aluminium doors only 900 mm wide.

Different dimensions (in structural setup)
   0812 0915 1013 1114 1015 1115 1117 1121 
PB  800 900 1000 1100 1000 1100 1100 1100
PD  1250 1500 1300 1400 1500 1500 1700 2100
SB  1240 1340 1440 1540 1440 1540 1540 1540
SD  1360 1610 1410 1510 1610 1610 1810 2210
DB  700 800 900 1000 900 1000 1000 1000
KG  400 400 400 400/630 400/630 400/630 630 630/1000
All versions have a pit of 50 mm except the 1000 kg version, that has a pit of 200 mm.
* Aluminium doors only 900 mm wide.

Prestige
Structural shaft (aluminium shaft as option available)
Single sided access (type S/1S)
 0810 0813 1010 1013 1015 1114 1115 1117 1121 
CB 800 800 1000 1000 1000 1100 1100 1100 1100 
CD 1000 1300 1000 1300 1500 1400 1500 1700 2100
SB 1260 1260 1460 1460 1460 1560 1560 1560 1560
SD 1130 1430 1130 1430 1630 1530 1630 1830 2230
DB 700 700 900 900 900 900 900 900 900
KG 400 400 400 400 400/630 400/630 400/630 630 630/1000
 
Structural shaft (aluminium shaft as option available)
Passing access (type S/2O)
 0810 0813 1010 1013 1015 1114 1115 1117 1121 
CB 800 800 1000 1000 1000 1100 1100 1100 1100 
CD 1000 1300 1000 1300 1500 1400 1500 1700 2100 
SB 1260 1260 1460 1460 1460 1560 1560 1560 1560 
SD 1145 1445 1145 1445 1645 1545 1645 1845 2245 
DB 700 700 900 900 900 900 900 900 900 
KG 400 400 400 400 400/630 400/630 400/630 630 630/1000 
 

  
Prestige
Structural shaft (aluminium shaft as option available)
Right-angled access (type S/2A)
 1010 1013 1015 1114 1115 
CB 1000 1000 1000 1100 1100 
CD 1000 1300 1500 1400 1500 
SB 1430 1430 1430 1530 1530 
SD 1165 1465 1665 1565 1665 
DB 900 900 900 900 900 
KG 400 400 400/630 400/630 400/630 

Structural shaft (aluminium shaft as option available)
Rear wall drive (type O/1S)
 1008 1010 1308 1310 
CB 1000 1000 1300 1300  
CD 800 1000 800 1000  
SB 1200 1200 1420 1420  
SD 1230 1430 1230 1430  
DB 900 900 900 900 
KG 400 400 400 400 
Our dimensions are subject to change. 
The tables in this brochure are therefore not legally binding.

Souvereign
Structural shaft
Single sided access (type S/1S)
 1110 1113 1114 1115 1117 1121
CB 1100 1100 1100 1100 1100 1100
CD 1000 1300 1400 1500 1700 2100
SB 1585 1585 1585 1585 1585 1585
SD 1350 1650 1750 1850 2050 2450
DB 900 900 900 900 900 900
KG 400 400 400/630 400/630 630 630/1000
Pers. 5 7 8 8 8 13

Structural shaft
Passing access (type S/2O)
 1110 1113 1114 1115 1117 1121
CB 1100 1100 1100 1100 1100 1100
CD 1000 1300 1400 1500 1700 2200
SB 1585 1585 1585 1585 1585 1585
SD 1500 1800 1900 2000 2200 2600
DB 900 900 900 900 900 900
KG 400 400 400/630 400/630 630 630/1000
Pers. 5 7 8 8 8 13

SPECIFICATIONS  
General specifications Premier, Prestige and Souvereign 
European legislation Machine Directive 2006-42-EC Number of stops Max. 8 Drive Electric spindle drive
Manufactured by Axess Lifting capacity (kg) 400 – 630 – 1000 kg Control Microprocessor
Country of origin The Netherlands Lifting height (mm) Max. 15000 Motor control Direct or frequency inverter
CE Certificate issued by Liftinstituut (NIVL) Speed (m/s) 0.15 Safety Standard EN 81-41
 
General Safety provisions Premier, Prestige and Souvereign
Safety provisions Safety relays Emergency door keys Emergency lighting Emergency stop button Audible alarm
Overload detection Telecommunication Safety nut Electric door latches Emergency manual override (torner) Emergency power supply 

 Premier Prestige Souvereign
Model Platformlift Premier Cabin lift Prestige Cabin lift Souvereign
Pit depth (mm) 50 or 200 mm for 1000 kg version 70 100
Shaft head (mm) 2250 (for 2100 mm high doors), 2350 with shaft roof 2400 mm (standard) / 2500 mm (combined with electric folding door) 2700 mm (2600 mm optional)
Platform operation Hold buttons Hold buttons (standard) / Auto. (combined with elec. folding door) Automatic “one touch” buttons
Shaft operation Automatic “one touch” buttons Automatic “one touch” buttons Automatic “one touch” buttons
 
 Platformspecifications Cabinespecifications Cabinespecifications
Finishing vertical wall Steel powder coated RAL 9006 HPL laminate or glass HPL laminate or glass
Control panel Horizontal with hold buttons Vertical with hold buttons Vertical with “one touch” RVS buttons
Hand rail On operation side, integrated Round curved, RVS Round 40 mm, RVS
Cabin types N/A Classic / Elegance / Panoramic Classic / Elegance / Panoramic
Internal height (mm) N/A 2100 2100
Cabin access Same side / opposite / right-angled Same side / opposite / right-angled Same side / opposite
Floor finishing PVC in 6 standard colours PVC in 6 standard colours of Granite 90 PVC in 6 standard colours of Granite 90
Ceiling Optional Sheet metal white of RVS Sheet metal white of RVS
Lighting Optional LED spotlights LED spotlights
Floor indicator Digital display with blue-LED Digital display with blue-LED Digital display with blue-LED
Control buttons Buttons 60 x 40 mm + blue LED lighting Buttons 60 x 40 mm + blue LED lighting Buttons 60 x 40 mm + blue LED lighting
Telecommunication Telephone / Auto. Telephone dialler of GSM-Module (optional) Telephone / Auto. Telephone dialler of GSM-Module (optional) Telephone / Auto. Telephone dialler of GSM-Module (optional)
Engine power (kW) 2,2 / 3,0 / 4,0 kW (400/630/1000 kg) 3,0 / 4,0 kW (400/630/1000 kg) 3,0 / 4,0 kW (400/630 kg)
Voltage (V) 230 of 400 V 400 V 400 V

Lift doors 
Type Aluminium or steel Aluminium or steel Automatic sliding door
Design Shaft door, 90° opening, self closing Shaft door, 90° opening, self closing 2 panels, single sided opening
Free access height (mm) 2100 mm (1900 to 2300 is optional) 2100 mm 2100 mm
Hinges Installation, not visible from outside Installation, not visible from outside N/A
Door shutter Built in Built in N/A
Door finishing Anodised or powder coated (standard RAL 9016) Anodised or powder coated (standard RAL 9016) RAL 9016 or RVS (optional)
Glazing Small or large glass window Small or large glass window Optional
Cabin folding door N/A Optional (incl. override control) N/A

Safety provisions 
 Emergency descend operation electric (optional) Emergency descend operation electric (optional) Emergency descend operation electric (standard)
 Safety edges around  Photocells class II  

Meaning of abbreviations
PB Platform Width
PD Platform Depth
SB Shaft Width
SD Shaft Depth
DB Door Width
CB Cabin Width
CD Cabin Depth

For all models the 
following applies
1114  Wheelchair accessible 

Lift
1117  Mobility scooter Lift
1121 Stretcher Lift



Axess B.V.

Vredeweg 7

1505 HH  Zaandam

The Netherlands

T +31 (0)342 42 60 00

info@axessliften.nl

www.axessliften.nl


